Enhanced HMI Panel

» PT2 Series

PT2043-WSK/P

Model Name PT2043-WST PT2043-WSP

Size 4.3" diagonal
Max. Resolution 480*272
LCD Type TFT LCD with LED Backlight (16-bit)
Display Color 16-bit
Backlight (hr) 20000
Luminance (cd/m2) 350
Touch Panel N/A | 4-wire Analog Touch Panel
CPU ARM9 32-bit
Battery Backup SRAM 128KB (Optional: LMB)
NAND Flash 128MB
Real-Time Clock (RTC) YES (Unchargeable Battery type, 5 years battery life)
Max. Programming pages 7999 Pages
Max. Macro Commands Unlimited
Micro SD Slot N/A
Communication USB Host / Client Host:USB 2.0 / Client:USB 2.0
Interface COM1/COM3 COM1: RS232/422/485; COM3: RS232 (Optional: RS485)
COM2 RS422/485 (5Pin-Terminal)
Function Keys 23-keys
ly Vol 24VDC+10% (Isol
Power Supply Vo t.age C+10% (Isolated)
Consumption 20w
Operating Temperature -10°C~60°C
Storage Temperature -20°C~70°C
Relative Humidity 10% ~ 90%
. Shock (Operation) Half sine, 20G, 11ms duration
Environment S : L
Vibration (Operation) Random vibration 1 Grms (5 ~ 500 Hz)
Certification CE(EN61000-6-2, EN61000-6-4) / FCC(Part 15 Class A)
Ingress Protection IP65
Cooling Natural Cooling
Dimension WxHxD (mm) 172 x102x 30
Cutout Dimension AxB (mm) 160.5 x 89.5
Net Weight (Kg) 0.33
Software Version PM Designer v2.1
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