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VISIONPANEL

ES2 Series IT400 Series PT2 Series RM I/O

P.9-10 P.11-12 P.13-14 P.15-16 P.5 P.6

ES2 Series IT400 Series PT2 Series PK2 Ethernet



ES Box A / B

9 10

128MB 128MB
0KB 0KB

128MB
128KB

USB 2.0

( 41.9 x 130.1 x 90.7mm)

USB 2.0
RS232/422/485 (DB9)

RS232/422/485
RS232

RS232/422/485
RS232

RS232/422/485
RS232

RS232/422/485 (DB9) RS232/422/485 (DB9)

USB 2.0
USB 2.0

USB 2.0
USB 2.0

NTP- NTP-

RS232 (DB9) & RS422/485 5-Pin RS232 (DB9) & RS422/485 5-Pin RS485 (DB9)

1 x RJ45 

DI x 2 / DO x 2 DI x 2 / DO x 2 DI x 2 / DO x 2

1 x RJ45 2 x RJ45 ( )

-10°C~60°C / -20°C~70°C
24VDC ( )

10%~90%
Half sine, 20G, 11ms duration

Random vibration 1 Grms (5 ~ 500 Hz)

FCC (Part 15 Class A) / CE (EN61000-6-2, EN61000-6-4)

ES20-1SNA02-C1R0 ES20-1S1A02-C1R0 ES21-1H1A02-C1Q1

(FRAM)

(RTC)

Micro SD
USB
USB

COM1
COM2

COM3
COM4

CAN Bus

Wi-Fi
4G / Wi-Fi

SIO ( )

B

GIO (I/O )

A

(g)

FCC / CE

A

B01

RU101 RU101

266.8 (±5%)

233 (±5%) 279.8 (±5%)

414.2 (±5%) 419.2 (±5%)

PM Designer v4.0.5.31 

RS232/422/485 (DB9 )

RS232

DI x 2 / DO x 2

A01 A02 A03 A05
COM3
COM4

CAN Bus

Wi-Fi

SIO ( )

B

GIO (I/O )

A

RS232/422/485 (DB9) RS485 ( )

RS232 ( )

8-Pin Pin6/7
RS232

DI x 2 / DO x 2 DI x 2 / DO x 2

RS485 ( )

RS485 ( )

8-Pin Pin6/7
DI x 2 / DO x 2

ES22-1HNA00-C1Q1 ES22-1HNA02-C1Q1
128MB
128KB

128MB
128KB

RS232/422/485
RS232

RS232/422/485 (DB9) RS232/422/485 (DB9)

USB 2.0
USB 2.0

USB 2.0
USB 2.0

RS485 (DB9) RS485 (DB9)

DI x 2 / DO x 2

2 x RJ45 ( ) 2 x RJ45 ( )

-10°C~60°C / -20°C~70°C
12~36VDC ( )

10%~90%
Half sine, 20G, 11ms duration

Random vibration 1 Grms (5 ~ 500 Hz)

FCC (Part 15 Class A) / CE (EN61000-6-2, EN61000-6-4)

(FRAM)

(RTC)

Micro SD
USB
USB

COM1
COM2

COM3
COM4

CAN Bus

Wi-Fi
4G / Wi-Fi

SIO ( )

B

GIO (I/O )

A

(g)

FCC / CE

PM Designer v4.0.5.31 

0.0~10.0VDC

24VDC / 5mA

0.0~20.0mA

0.0~10.0VDC

0.0~20.0mA

BJT(NPN/PNP):DC24V / 0.7A

CH0
CH1
CH2
CH3
CH4
CH5
CH6
CH7
CH8
CH9
CH10
CH11
CH12
CH13
CH14
CH15
CH16
CH17
CH18
CH19
CH20
CH21
CH22
CH23

A11 A12 A13 A21
COM3
COM4

CAN Bus

Wi-Fi

SIO ( )

B

GIO (I/O )

A

RS232 (5-Pin )

RS485 (5-Pin )

DI x 2 / DO x 2
In x 3 / Out x 3

RS232 (5-Pin )

RS485 (5-Pin )

DI x 5 / AI x 1

RS232 (5-Pin )

RS485 (5-Pin )

DI x 6 / DO x 2 / AI x 2

t

t

Channel I/O

CCAM214G0120T4



IT4 Series

7.0 10.1
800*480 1024*600

12.1
1024*768

15.0
1024*768

16-bit
20,000 50,000

400

7.0
800*480

400

TFT LED

5

7999

USB 2.0
USB 2.0

LAN1: 10/100 Base-T x1 | LAN2: 10/100 Base-T x1

350 500 350
4 5

RISC ARM9 32Bit
1MB

128MB
64MB

-10°C~60°C  /  -20°C~70°C
10%~90%

Half sine, 20G, 11ms duration
Random vibration 1 Grms (5 ~ 500 Hz)

PM Designer v4.0

FCC Part 15 Class A
EN61000-6-2, EN61000-6-4

IP66

24VDC±10%
20W

189.6 x 144.9 x 46.4 
175 x 132.5

0.5

203.8 x 148.8 x 47.4
191.5 x 138

0.55

270.1 x 212.1 x 53.78
259 x 201

1.1

335.4 x 245.8 x 76.7
302 x 228

2

399.1 x 297.6 x 73.7
384.5 x 283

3

B →COM1:RS232 / COM2:RS485
( A →COM2:RS422 or RS485 | D →COM1:RS485 / COM2:RS485)

I T4 0 7 – 2 4 S T – F 4 B 1
I T4 0 7 – 2 2 S T – F 4 B 4

IT4

07  7.0
10  10.1
12   12.1
15  15

&

4G &
0   (CH)
1   (AU) / (NZ) / 
     (LATAM) / (TW)
2   (EU) / (ME) / (AF) / 
     (KR) / (TH) / (SEA)
3   (NA)

2   2

2   
4   4G / Wi-Fi

(RU100-RU103 )

S 4   ADP
     

A  COM2- RS422 or 485
B  COM1-RS232 / COM2-RS485
D  COM1-RS485 /  COM2-RS485

4   1MB

F
     (7 / 10.1 )
L  (7
V
     (12.1 / 15 )

T
L 
H

11 12

(hr)

(cd/m2)

(LCD)

(OS)

(AP&Data File)

(RTC)

Micro SD
USB
USB

5-Pin

FCC
CE

WxHxD1 (mm)

AxB (mm)

(Kg)

USB
FCB-XD0-023

IT407-24ST(F) IT407-24ST(L) IT410-24ST IT412-24ST IT415-24ST

4G
(RU101 )

Wi-Fi
(RU101 )

SIM
WCDMA FDD-LTE (Band 1 / 8) | FDD-LTE (Band 1 / 3 / 7 / 8 / 28)

FDD-LTE: 50Mbps / 100Mbps
-108dBm

Nano-SIM

IEEE802.11b/g/n 150Mbps
WEP / WPA / WPA2

16-17dBm (11g) , 18-20dBm (11b) 15dBm (11n)
< -72dBm@54Mpbs 

7.0 10.1
800*480 1024*600

12.1
1024*768

15.0
1024*768

16-bit
20,000 50,000

400

7.0
800*480

400

TFT LED

5

7999

USB 2.0
USB 2.0

LAN1: 10/100 Base-T x1 | LAN2: 10/100 Base-T x1

350 500 350
4 5

RISC ARM9 32Bit
1MB

128MB
64MB

-10°C~60°C  /  -20°C~70°C
10%~90%

Half sine, 20G, 11ms duration
Random vibration 1 Grms (5 ~ 500 Hz)

PM Designer v4.0

FCC Part 15 Class A
EN61000-6-2, EN61000-6-4

IP66

24VDC±10%
20W

189.6 x 144.9 x 30.6 
175 x 132.5

0.5

203.8 x 148.8 x 31.6
191.5 x 138

0.55

270.1 x 212.1 x 37.98
259 x 201

1.1

335.4 x 245.8 x 60.9
302 x 228

2

399.1 x 297.6 x 57.9
384.5 x 283

3

B →COM1:RS232 / COM2:RS485
( A →COM2:RS422 or RS485 | D →COM1:RS485 / COM2:RS485)

(hr)

(cd/m2)

(LCD)

(OS)

(AP&Data File)

(RTC)

Micro SD
USB
USB

5-Pin

FCC
CE

WxHxD2 (mm)

AxB (mm)

(Kg)

IT407-22ST(F) IT407-22ST(L) IT410-22ST IT412-22ST IT415-22ST

D1
D2

(7.0  10.1 )

(7.0  10.1 )

(12.1  15 )

(12.1  15 )

24ST

22ST*

4G / Wi-Fi
（RU100-103）

RM

(7

*22ST-ADP ADP ADP

tt

CCAM214G0120T4



PT2 Series

4.3 7.0
480*272 800*480

8.0
800*600

16-bit
20,000

400

TFT LED

5

7999

USB 2.0
USB 2.0

UL61010

RS232 5-Pin

RS485 5-Pin

RS485 5-Pin

RS485 5-Pin RS485 5-Pin

RS485 5-Pin

RS485 5-Pin

RS485 5-Pin

400 250
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

-10°C~60°C ( +BR2450A :-20°C~70°C) / -20°C~70°C-10°C~60°C / -20°C~70°C( -10°C~60°C ( +BR2450A :-20°C~70°C) / -20°C~70°C
10W

10%~90%
Half sine, 20G, 11ms duration

Random vibration 1 Grms (5 ~ 500 Hz)
FCC Part 15 Class A

EN61000-6-2, EN61000-6-4

NEMA Type 4X / IP66
UL61010

NEMA Type 4X / IP66

24VDC±10%
20W

129 x 103 x 33 
118.5 x 92.5

0.23

203.8 x 148.8 x 37.1
191.5 x 138

0.55

231.6 x 176.3 x 43.4
221 x 163.5

1

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

PT2 070 – 5 1 S T – L 1 Q 1 C00
PT2

043  4.3
070  7.0
080  8.0
100  10.1
104  10.4
121   12.1
150   15

&

OEM

1  128KB
4  1024KB

4   4 4.3
5   5

1   1

S
K +USB

(7 / 10.1 )
U USB
     (7 / 10.1 )
F

(7 / 10.1 )
R  COM5-RS232
     (7 )

Q   (IP66)
N (IP54)

1  CPU TOUCH+5V
2  CPU TOUCH+12V
3 +
C  COM5 TT (RM )

F
L  
V
U

T
L 
H

13 14

PT2043-41ST PT2070-51ST PT2080-51ST

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

AxB (mm)

(Kg)

10.1 10.4 12.1 15.0
1024*600 800*600 1024*768 1024*768

16-bit
20,000 50,000

350

TFT LED

5

7999

USB 2.0
USB 2.0

400 500 350
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

10%~90%
Half sine, 20G, 11ms duration

Random vibration 1 Grms (5 ~ 500 Hz)

1 PT2043 BR2450A

FCC Part 15 Class A
EN61000-6-2, EN61000-6-4

24VDC±10%
20W

270.1 x 212.1 x 43.48
259 x 201

1.1

270.1 x 212.1 x 43.48
259 x 201

1.1

335.4 x 245.8 x 66.4
302 x 228

2

399.1 x 297.6 x 63.4
384.5 x 283

3

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

PT2100-51ST PT2104-51ST PT2121-51ST PT2150-51ST

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

AxB (mm)

(Kg)

7

HMB-CER-018

(RS232 / RS422 / RS485)
4.3

FCB-XD0-A001
USB

FCB-XD0-023

tt



PK2 Ethernet Models

4.3 7.0
480*272 800*480

8.0
800*600

16-bit
20,000

400

TFT LED

3

7999

USB 2.0
USB 2.0

RS232 5-Pin

RS422/485 5-Pin

RS485 5-Pin

400 250
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

-10°C~60°C / -20°C~70°C
10W

10%~90%
Half sine, 20G, 11ms duration

Random vibration 1 Grms (5 ~ 500 Hz)
FCC Part 15 Class A

EN61000-6-2, EN61000-6-4

IP65

24VDC±10%
20W

129 x 103 x 33 
118.5 x 92.5

0.23

203.8 x 148.8 x 31.6
191.5 x 138

0.55

231.6 x 176.3 x 37.9
221 x 163.5

1

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

PK2 070 – 3 1 S T – P 1 Q 1 C00
PK2

043  4.3
070  7.0
080  8.0
100  10.1
104  10.4
121   12.1
150  15

&

OEM

1  128KB
4  1024KB

3   3
5   5

1   1

S
K +USB

(7 / 10.1 )
U USB
     (7 / 10.1 )
F

(7 / 10.1 )
R  COM5-RS232
     (7 )

Q   (IP65)
N (IP54)

1   CPU TOUCH+5V
2   CPU TOUCH+12V
3 +
C   COM5 TT (RM )

P PO
B  
V
U

T
L 
H

15 16

PK2043-31ST PK2070-31ST PK2080-31ST

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

AxB (mm)

(Kg)

10.1 10.4 12.1 15.0
1024*600 800*600 1024*768 1024*768

16-bit
20,000 50,000

350

TFT LED

3

7999

USB 2.0
USB 2.0

400 500 350
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

-10°C~60°C / -20°C~70°C
10%~90%

Half sine, 20G, 11ms duration
Random vibration 1 Grms (5 ~ 500 Hz)

FCC Part 15 Class A
EN61000-6-2, EN61000-6-4

IP65

24VDC±10%
20W

270.1 x 212.1 x 37.98
259 x 201

1.1

270.1 x 212.1 x 37.98
259 x 201

1.1

335.4 x 245.8 x 60.9
302 x 228

2

399.1 x 297.6 x 57.9
384.5 x 283

3

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

PK2100-31ST PK2104-31ST PK2121-31ST PK2150-31ST

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

AxB (mm)

(Kg)

7

HMB-CER-018

(RS232 / RS422 / RS485)
4.3

FCB-XD0-A001
USB

FCB-XD0-023

tt



- I/O

PK2 Serial ModelsRM

17 18

4.3 7.0
480*272 800*480

10.1
1024*600

16-bit
20,000

400

TFT LED

3

7999

USB 2.0
USB 2.0

RS232 5-Pin

RS422/485 5-Pin

RS485 5-Pin

400 350
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

-10°C~60°C / -20°C~70°C
10W

10%~90%
Half sine, 20G, 11ms duration

Random vibration 1 Grms (5 ~ 500 Hz)
FCC Part 15 Class A

EN61000-6-2, EN61000-6-4

IP65

24VDC±10%
20W20W

129 x 103 x 33 
118.5 x 92.5

0.23

203.8 x 148.8 x 31.6
191.5 x 138

0.55

270.1 x 212.1 x 37.98
259 x 201

1.1

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

PK2 070 – 3 0 S T – P 1 Q 1 C00

RM01 – X X X X X X X X X X – P 1

PK2

043   4.3
070   7.0
100   10.1

& OEM

1  128KB
4  1024KB

3   3

0   0

S
K +USB
U USB
F
R COM3-RS232

(7.0  / 10.1 ) 

Q   (IP65)
N (IP54)

1   CPU TOUCH+5V
3 +

P
    PO
B 

T
L 
H

PK2043-30ST PK2070-30ST PK2100-30ST

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

AxB (mm)

(Kg)

(PK2/PT2 )

DIx4 (NPN / PNP) DC24V 7mA 30V / 50mA

AIx1 0-20mA

RM01-I4A1

DIx8 (NPN / PNP) DC24V 7mA 30V / 50mA

AC250V / DC30V 1mA 5ADOx8 (Relay)

VIx4 DC0V-DC10V 0-20mA

DC0V-DC10V 0-20mAVOx4

AIx4

AOx4

RM02-I8R8

RM03-
A4V4C4U4

10
01-99

DI
I   NPN / PNP
H   HSC

AI
A
V  
T

DO
R  Relay
Q  PNP
N NPN
P  Photocoupler

AO
C  
U

PCB
1   8 I/O without ADP
2   5 I/O without ADP
3   8 I/O with ADP
4   5 I/O with ADP

&

P PO
F 
V

P.15-16P.13-14P.12

PO

PO

PO

ON
OFFONOFF

ON
OFFONOFF

IT4-22 Series PT2 Series PK2 Ethernet Model



PX SeriesPA2 Series

4.3 7.0
480*272 800*480

10.1
1024*600

16-bit
20,000

350

TFT LED

3

30
100

USB 2.0
USB 2.0

RS232 5-Pin

RS485 5-Pin

350 250
4

RISC ARM9 32Bit
128KB 1024KB

64MB
20MB
64MB

-10°C~60°C / -20°C~70°C
10W

10%~90%
Half sine, 20G, 11ms duration

Random vibration 1 Grms (5 ~ 500 Hz)
FCC Part 15 Class A

EN61000-6-2, EN61000-6-4

IP54

24VDC±10%
20W20W

129 x 103 x 33 
118.5 x 92.5

0.23

203.8 x 148.8 x 31.6
191.5 x 138

0.55

270.1 x 212.1 x 37.98
259 x 201

1.1

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

PA2 070 – 3 0 S T – P 1 N 1 C00
PA2

043   4.3
070   7.0
100   10.1

& OEM

1  128KB
4  1024KB

2   2 4.3
3   3

0   0

S
K +USB
U USB
F

N (IP54)1   CPU TOUCH+5V
3 +

P
    PO
J  

T

19 20

PA2043-20ST PA2070-30ST PA2100-30ST

7.0
800*480

4 / 5 / 6
8.0

800*600

4 / 5 / 6
10.4

800*600

4 / 5 / 6
12.1

1024*768

4 / 5 / 6
15.0

1024*768

4 / 5 / 6

16-bit
20,000

300
500 500 400 700 700

4
RISC ARM11 800HMz

1MB
256MB

1GB

TFT LED

7999

USB 1.1
USB 2.0

5 / 6：
6：

Half sine, 20G, 11ms duration
Random vibration 1 Grms (5 ~ 500 Hz)

FCC Part 15 Class A
EN61000-6-2, EN61000-6-4

UL508
IP66

250 400 500 350

50,000

5

24VDC±10%

-10°C~60°C / -20°C~70°C
20W

10%~90%

213.6  158.6  51
191.5 x 138

0.61

241.6 x 184.6 x 56.2 
221 x 163.5

1.1

280.3 x 222.3 x 56.5 
259 x 201

1.41

317.4 x 243.8 x 72.2
302 x 228

2.2

399.1 x 297.6 x 71.5
384.5 x 283

3

RS232/422/485 (DB9)

Type A-RS422/485     Type B-RS232/485     Type C-RS232 RTS&CTS 5-Pin

:RS485RS232 (DB9)

(註一)

6：RS422/485 5-Pin

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

AxB (mm)

(Kg)

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

AxB (mm)

(Kg)

PX070-WST PX080-TST PX104-TST PX121-XSD PX150-XSD

PX  070  - W S T 4 B - U 3 H 4 C00
PX

070   7.0
080   8.0
104  10.4
121   12.1
150   15

T   800x600
W  480x272 / 
     800x480 / 
     1024x600
X   1024x768 A   RS232 / 485

B   RS422 / 485
C   RS232(RTS/CTS)

COM2
R   COM3-RS232 / -10°C ~ 60°C
Q   COM3-RS485 / -10°C ~ 60°C

COM3 &

4  1024KB

S
X

3 +
5   5V Codec Touch I.C. 
6  12V Codec Touch I.C.

&
F
B
G
U

T 4
W  
D 5
H
J

4 1GB NAND Flash / RTC /  
      Micro SD / 
5    4 + 
6    5 + + COM4

t



4.3 7 8 10.1

4.3 7 8 10.1 7

4.3 7.0
480*272 800*480

N1N1 N1N1

16-bit
20,000

400
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

TFT LED TFT LED

53 53

7999

USB 2.0
USB 2.0

7999

USB 2.0
USB 2.0

RS232 5-Pin

RS422/485 5-Pin

RS485 5-Pin

RS232 5-Pin

RS422/485 5-Pin

RS485 5-Pin

16-bit
20,000

400
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

24VDC±10%

-10°C~60°C / -20°C~70°C
10W

10%~90%

24VDC±10%

-10°C~60°C / -20°C~70°C
20W

10%~90%

127  80  34.5
108.95  75.1

0.17

200  140  39.9 200  140  45
154.08  85.92

0.62

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

1.5~2

PK2/PT2 PK2
IDCS

PK2 070 – 3 0 S T – N 1 N 1 C00
PA2
PK2
PT2

043   4.3
070   7.0
100  10.1

& OEM

1  128KB
4  1024KB

2   2 PA2-4.3
3   3
4   4 PT2-4.3
5   5 PT2-7

0   0
1   1

S
K +USB
U USB
F
R  PK2 COM3-RS232

PT2 COM5-RS232
(7.0 ) 

N
a-z

1   CPU TOUCH+5V
2   CPU TOUCH+12V 
3 +

N

T
M  COM2
L
H

TP membrane

(註一)

21 22

PK2043-30STPK2043-30ST PT2043-31ST PK2070-30ST PT2070-51ST

RS485 5-Pin

RS485 5-Pin

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

(mm)

(Kg)

8.0 10.1
800*600 1024*600

N1N1 N1N1

16-bit
20,000

250
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

TFT LED TFT LED

53 53

7999

USB 2.0
USB 2.0

7999

USB 2.0
USB 2.0

16-bit
20,000

350
4

RISC ARM9 32Bit
128KB 1024KB

64MB
40MB

64MB

24VDC±10%

-10°C~60°C / -20°C~70°C
20W

10%~90%

24VDC±10%

-10°C~60°C / -20°C~70°C
20W

10%~90%

230.6  174  38.28
162  121.5

0.96

252  194.1  38.8
223  127.7

1.2

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

(註一)

PK2043-30STPK2080-31ST PT2080-51ST PK2100-31ST PT2100-51ST

RS485 5-Pin

RS485 5-Pin

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

RS232 (DB9)

RS422/485 (DB9)

RS485 (DB9)

RS485 5-Pin

RS485 5-Pin

(hr)

(cd/m2)

(LCD)

(OS)

(AP)

(Data File)

(RTC)

Micro SD
USB
USB

COM1
COM2
COM3
COM4
COM5

USB

FCC
CE
UL

WxHxD (mm)

(mm)

(Kg)


